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38,781 A
AVAILABLE

1#6 CU IN 3/4” PVC C. TO GROUND

BUS IN PANEL A. LEAVE 5’ SLACK N
CONDUCTOR AT BACKBOARD.

PANEL A FULLY RATED 22 KIAC
VOLTAGE: 120/240V AMEéZ 175 MB SURFACE
CONCEALED CONDUIT. SEE NOTE BELOW 1 PHASE, 3 WIRE TOTALLOAD: 5.9 KVA
LOAD (KVA) BRKR PH____ BRKR LOAD (KVA)
EXPOSED CONDUIT. SEE NOTE BELOW No SERVES [TG [RCPT] MTR | A/C_[KITCH| MISC [ TRP[P] A | B | P TRIP| MISC [KITCH] A/C | MTR [ RCPT] TG SERVES No.
(1)1 LIGHTS 1.60 20 [ 1] 1.96 1] 20 0.36 OUTLETS 2
UNDERGROUND OR UNDERFLOOR CONDUIT. SEE NOTE BELOW. 3 SUTLETS 036 20 |7 072 T11 20 0.36 OUTLETS 2
5 QUTLETS 0.36 20 1§ 0.72 1 20 0.36 QUTLETS 6
20AMP 125V. STRAIGHT BLADE 3 WIRE GROUNDING DUPLEX . B”'L%S‘EL;'TGHTS - = el 2 0.3 Ost’gki? 5
OUTLET. NUMBER INDICATES CIRCUIT. : :
FCl — GR FAULT CIR TERRUPT! 13 0.98 0.98 ! SPACE 14
G OUND L CUIT IN ER 72| PARKING LOT LIGHTING (= 20 | 2 TR EEieE 5
17 SPACE 11 0.00 1 SPACE 18
20AMP 120/277V TOGGLE TYPE A.C. SWITCH. LETTER INDICATES 5 SPAGE 3 YR SPACE 5
23 SPACE 1 0.00 | 1 SPACE 24
LIGHT FIXTURE, CAPITAL LETTER INDICATES TYPE, SMALL LETTER 2 ggigg L} R St ggﬁgg =
INDICATES SWITCHING, NUMBER INDICATES CIRCUIT. — e SPACE
EMERGENCY LIGHT FIXTURE, SAME DESCRIPTION AS ABOVE.
EXIT LIGHT / EXIT LIGHT WITH EMERGENCY HEADS
/ PANEL S FULLY RATED - 22 KAIC
PANELBOARD. VOLTAGE: 120/240V AM?’SI 225 MLO SURFACE
1 PHASE, 3 WIRE TOTAL LOAD:  39.4 KVA NEMA 3R LOCKABLE ENCLOSURE
TRANSFORMER. LOAD (KVA) BRKR PH BRKR LOAD (KVA)
TYPICAL FOR REMAINDER OF CIRCUIT No. SERVES (TG [RCPT]| MTR | AIC [KCH| MISC [TRIPTFT A 1 B TP TRP | MSC TKITCA] AC | MTR TRCPTT 176 SERVES  [No.
’ ) 1 PANEL A 16.80 | . |, 19.68 o] 30 288 FUEL DISPENSER |2 )
AVAILABLE SYMMETRICAL SHORT CIRCUIT CURRENT AT THE EQUIPMENT AS 3 16.80 16.68 588 SYSTEM yam
CALCULATED BY THE ENGINEER. THE ELECTRICAL DISTRIBUTION SYSTEM 5 ppp— 000 1 PACE 8
SHALL BE A FULLY RATED SYSTEM. 7 5,00 8
) 2] 0.00 10
LENGTH OF FEEDER IN FEET. 11 SPACE 1 o001 ! SPACE 7
19.68 | 19.68 30361 0.00 0.00 0.00 0.00 0.00 |{CONNECTED KVA 39.38

(1) PAINT BREAKER FRAME YELLOW TO DENOTE NOT SWITCHED.
(2) BREAKER TO BE UL SERVICE ENTRANCE LABELED.
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~— —————— TO PANEL S

GROUND ROD(S)

3/4” x 10’ LONG COPPER
CLAD GROUND ROD(S)
(TYPICAL FOR ALL)

10’ O.C.

/T \PANEL A DETAIL

E-1 SCALE: N.T.S.

OUTSIDE

LEAVE 5° SLACK

CONDUCTORS OUT OF

WEATHERHEAD FOR

UTILITY CONNECTIONS — | —

SEE WIRING SCHEDULE THIS
SHEET(TYPICAL FOR ALL)

30’ CLASS 5 TREATED POLE

LIGHTING FIXTURE SCHEDULE

IYPE MANUFACTURER & MOUNTING NO./LAMPS LOAD
CATALOG NUMBER
A LITHONIA #TC—4-32—MVOLT~GEBCW—HC36—WGCUNNST X2 CHAIN HUNG 4—F32T8 120W
B LITHONIA #IND618—9W/6V KRYPTON—ULT SURFACE 2—-9W 18W
C LITHONIA #LHQM—-S~BLACK—R SURFACE 2-5.4W 12W
D LITHONIA #CSXWLED—30C—700—-40K—TFTM—MVOLT—BBW  SURFACE LED 70W
—SF—VG—BBLXD
E LITHONIA #CSX2LED—120C—700—4000K—T3MHS—240 25’ POLE LED 275W
~SPA—-HS—BS—BS—DBLXD WITH
#HAPCO #SSS25D5—~4—BLACK POLE
F LITHONIA #CSX2LED—120C—700—4000K—T5M—240 25’ POLE LED 275W
~SPA—HS—BS—BS—-DBLXD WITH
#HAPCO #SSS25D5—4~BLACK POLE
WEATHERPROOF INLINE FUSES WITH
1 #6 GROUND WIRE
ATIACH TO POLE BY 2 AMP FUSE EACH FIXTURE
APPROVED METHODS.—\ LIGHT POLE WITH BASE COVER
GROUT POLE BASE AS
REQUIRED.
3/4" RADIUS ALL EDGES.
» ANCHOR BOLTS BY POLE MANUFACTURER
3” MINIMUM ., e
CLEARANCE 1AFG—*///////// =
(TYPICAL) % FINISHED GRADE
\//\///\//K\///\\///\\///\\/K \/
3” MINIMUM CLEARANCE
1/2" SCH 40 PVC (TYPICAL)
12" BELOW GRADE
GROUND ELECTRICAL CONDUIT 24” BELOW GRADE —
R SEE DRAWING FOR SIZE AND NUMBER OF
CONDUITS ENTERING BASE
3/4" X 10°
60" | COPPER CLAD
GROUND ROD
8 #5 VERTICAL BARS EVENLY SPACED IN 18"
DIAMETER WITH #3 TIES — 12” OC EXCEPT
i , AT ANCHOR BOLTS — 4” OC TO BELOW
3" MINIMUM X BOLTS.
CLEARANCE )
(TYPICAL) \ : AREA DISTURBED SHALL BE COMPACTED
L TO 95% STANDARD PROCTOR.
12" #57 STONE : 3000 PSI CONCRETE

SERVICE EYE
17500 A
AVAILABLE STRAP CONDUIT TO POLE WITH
/ 2 HOLE STRAPS AT 3’ CENTERS
(TYPICAL FOR ALL CONDUITS)
vd
D DOWN GUY
W/ANCHOR
23’
AFG (D) 3 #4/0 IN 2” ReS C.
22’ (2 3 #4/0 + 1 #26 IN 2" RGS C.
AFG NEMA 3R "
METER /METER A ®) 142 IN 3/4” PVC C.
SOCKET BY ENCLOSURE @ #s
GPCo, INSTALLED
BY CONTRACTOR— | | | PANEL S () 3 #3/0 + 1 #4G N 2" C.
225 A
O 120/240V (6) 1 #4 IN 3/4" PvC C.
19 3W
ALL CONDUCTORS ARE TO BE COPPER
MEYERS HUB W/225 A
(TYPICAL FOR ALL)- MLO 6' AFG
TEETTEETTTE
5' AFG
3 b
L FINISHED GRADE
.
o
et TO FUEL DISPENSER
: L Ir—r—————— —=—SEE DRAWING E-2
v || e - TO PANEL A
et A : I\ SEE DRAWING E—2
| TRANSITION BETWEEN RGS
® @ CONDUT(ABOVE GROUND) TO
———— PVC CONDUIT(BELOW GRADE)
(TYPICAL)
R —>—— GROUND ROD(S)
= =  3/4” x 10’ LONG COPPER
CLAD GROUND ROD(S)
10’ O.C. (TYPICAL FOR ALL)

/s \POWER RISER DIAGRAM
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SCALE: N.T.S.
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Womack & Associates, 2014. This drawing
may be utilized only for the purpose of
constructing or installing the work shown
thereon at the site of the work specified.
Any other use of this drawing, including
without limitation any reproduction or
alteration of this drawing, without the prior
written approval of Womack & Associates is

prohibited.

DESCRIPTION

BELOW FOUNDATION

NN,

24" DIA

7\ POLE FOUNDATION DETAIL
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\ EXOTHERMIC WELD (TYPICAL
I ‘}/- FOR ALL CONNECTIONS)
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JP/— #1/0 STRANDED BARE
COPPER CONDUCTOR BURIED

36"BFG (TYPICAL FOR ALL)
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N ® GROUNDING TRIPOD —

3—~10" LONG X 3/4” DIA
COPPER CLAD GROUND
RODS AT 10’ CENTERS
(TYPICAL FOR 2)

1t \JWUELING STATION GROUNDING PLAN

E-1 SCALE: N.T.S.
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REVISIONS
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ELECTRICAL SCHEDULES, NOTE AND DETAILS

HAMMOND PARK RENOVATION

705 HAMMOND DRIVE AT GLENRIDGE

SANDY SPRINGS, GA 30328
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